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Description 

10G X2 Transceiver

 

SOPTO 10G X2 Module Model

Part No. Description
SPT-X2-SR 10G 850nm 300m

Duplex SC MM X2
DDM

SPT-X2-LRM 10G 1310nm 220m
Duplex SC MM X2
DDM

SPT-X2-LR 10G 1310nm 10km
Duplex SC SM X2
DDM

SPT-X2-ER 10G 1550nm 40km
Duplex SC SM X2
DDM

SPT-X2-ZR 10G 1550nm 80km
Duplex SC SM X2
DDM
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Module quang SFP : 10G X2 Transceiver
 

10G X2 transceiver is a highly integrated, serial optical transceiver module for high-speed, 10Gbit/s data transmission applications. 10G X2
module is protocol-specific: Either 10G Ethernet or 10G Fibre Channel versions are available. X2 transponders are used in datacom optical links
only (not telecom), and they are smaller than old generation XENPAK transponders. Its electrical interface to the host board is also standardized
and is called XAUI (4 x 3.125 Gb/s). SOPTO manufactures X2 220m, X2 300m, X2 10km, X2 20km, X2 40km, X2 80km optical modules. All
modules support Digital Optical Monitoring (DOM) function. Compatible 10G X2 we also supply, such as Cisco 10G Base X2 module, X2-10GB-
SR, X2-10GB-LR, X2-10Gb-ER, X2-10GB-ZR etc.

 

SOPTO X2 Module Main Info

1. Material: Metal

2. Weight: 0.02kg

3. Packing Quantity: 200pcs, 400pcs, 600pcs (accept sample order)

4. Data Rate: 10G

5. Wavelength: 850nm/1310nm/1550nm

6. Fiber Types: Single Mode (SM), Multimode (MM)

7. Fiber Connector Type: SC

8. Transmission Mode: Duplex

9. Transmission Distance: MM(220m, 300m); SM(20km, 40km, 80km)

10. Laser Type:  850nm VCSEL/ 1310 DFB/1550nm Cooled EA-DFB/PIN-PD 

11. Operating Case Temperature: Standard: 0~70°C; Industrial: -40~85°C

12. DDM Function: With

13. Compatible Brands: Cisco, Finisar, HP, Alctel-Lucent, Juniper, Noterl…

 

 

Other Information of our 10G X2 Module

1. Operating Humidity: 0%~90% RH no condensing

2. Storage Humidity: 5%~90% RH no condensing

3. Saturated Optical Power: -1dBm

4. Average Output Power: -6.5~ -1dBm

5. Receiver Sensitivity: -11dBm

6. Supply Current: 351~386mA

7. Power Supply: +3.3V /+5 single power supply

8. Power Consumption: <4W

9. Extinction Ratio: 3.5~9dB

10. Storage Temperature: -40~85°C

11. Number of Times of Hot-Pluggable: >200
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Performance Feature:

1. Compatible with X2 MSA Rev3.0

2. Support of IEEE 802.3ae 10GBASE

3. X2 MSA package with duplex SC connector

4. With Digital Diagnostic Monitor Interface

5. Operating temperature range 0°C to 70°C

6. Hot Pluggable 70-PIN Connector with XAUI Electrical Interface

7. RoHS Compatible

8. SC Duplex Optical Connector

9. Laser Class 1 compliant

 

Application

10G Ethernet 

Switches and routers,

Storage Area Network
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